U.S. Gov't

51
. SHUTTIE CRITICAL ITEMS LIST - MSELS GROUND STATION
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ASSEMARIY : PRI Shelter ABRCIRT: CRIT. FUNC: 1R
P/N : 517070 CRIT. XW: 2
: VEEICLE 102 103 104 105
QUANTITY : 1 . EFTECTIVITY: X X X X
: PHASE(S) PL 10 OO DO XIS
REDUN Y SCREEN: A-pass B~fail C-pass
PREPARED BY: APHQOV'ED/.BY ('; 2A) ¥
DES: _tuewa B DES: e fp. e .
REL:__ e bk, REL: Gody Hodye Ve
QE: \ : QE:_C ;z:tf;.zébﬂ ‘
IT¥: PRI Shelter
SUNCTION:  Moniters AZ/IME/EL for proper ocperation; generates alarm and causes
autoswitcn of MSEIS-SW if AZ, IME, or EIL RF cutpat is lost cor is

(“apasie = abi=p

FATIURE MOLE: AZ/IME/EL guidance RF ogtput is operating properly, but M/EITE
fails so that it is then unable to generate a failure alarm, even if
. “more is a malfunction in the AZ, IME, or IL RF cuacxit.

CAUSE(S): A Shelter IRJ fails due to plece part electrical failure. The
IXJ's which can cauvse this failure mode (05-25w-00018) are listed below,
with ILRU Designator No., IRU P/N, and L&) Name:

IRT Ne.: IRJ B/N: 1R Name:

119 513480 El Digital Unit

150 502333 Pield Monitar Circuits, Elevaticn

160 501825 rower Supply

250 516994 El Waveguide Assy

322 517076 Panel, Entrarxe, Signal

324 517079 Cables, Imtercam, Interior (inside Shelter)
325 517081 Harmess, Rack |

430 517082 Conrrol Memitor

519 513479 Az Digital Unit :

550 502332 Field Mocnitor Circuits, Azimrth/DME

580 502146 [ME Unit

640 502541 Az Waveguide Assy

705 502544  [ME Waveguide Assy

710 517080 Cables, Intercemn, External (to/fram Shelter)

EFFECT(S): (A)SUBSYSTEM (B)INTERFACES (C)MISSION (D)CREW/VERHICLE

. (A/B) Correct RF guidance output frum the PRI Shelter continues without a
break, so there is no apparent effect. However, redundancy has been
lost, amd the next failure (if in PRI Shelter) will cause leoss of good RF

gquidance.
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(C) Not arplicable.

(D) No effect; c::rrect: RF gquidance signals contirue at the Orbiter. Possible
loss of crew/vehicle after secord failure (less of PRI) due to less of
good RF guidance signals at the Orbiter.

DISPOSTION AND RATIONALE: _
(A) DESI&N (B) TEST (C) INSPECTION (D) FAILURE HISTORY (E) OFFRATICHAL USE

(A)- DESIN
The MSELS design wes structured from existing/proven ground-based landing
systems and upgraded to mest MIT~E-4138, MIT~STD-454 ard all subsidiary
specifications in effect at the time of marufecture. Military and
standard NASA approved parts, materials and processes were usad.

The design evolved from a timely amd in—depth internal design review
process culminating in an cotimm reliability/maintainability/performance
ernd-item product. The design review process included sdies such as
FMEA, electrical and thermal amalysis, smeak circuit analysis, worst case
sodies, tolerance analysis, etc. which resulted in direct impact of the
design. : _

The design was approved via the formal NASA-CSD PIR, R, B, FCa ard
certification process.

(B)- TEST
The MSEIS program consists of an equipment canfidence build-up approacn
starting from 100% screening of camponents (barm—in ard ervircrmental
test). Envirommerntal testing of SRU's ard 100% temperature/vibration
tests at the IRJ and equipment rack-level.

In plant ATP for functicnal performance verificaticn ard workranship will
be performed ard witnessed by (SD, NASA ard DXAS an all LRUs ard again at
systen level.

Site testing ard certificaticn will be performed on each system after
installation. Anrmal flight tests are comucted to demonstrate contimued
system campatibility.

Groud Turnarourd Test - Verify operation of the MSBLS Granrd Staticn
prior to each Orbiter landing.

Thisfailuremdecanbedetectedbyperfomin;AlamTﬁestaniForcedPRI
during Ground Turn Around.
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(C)- INSPECTION
Receivirg inspection vericies all incoming parts ard materials, including
the performance of visual and dimensicnal examinations. All electrical,
mechanical and raw material records that certify materials and physical
properties per drawing/specification requirements are retained by
receiving inspection as required by cantract.

Assembly/Installation .
All detailed inspections are plamned cut by the methodization department
for all new builds, spares and repairs for the MSEIS Prograns.
Inspection poirmts are designated to permit inspection before the
applicable portions of the assembly became inaccessible ard prior to the
next assembly operatieon.

Critical Processes

211 processes and certifications are monitored and verified by
inspection. The critical processes are solderirxyy, conformal coating,
torguing ard boresiting, application of adhesives/sealzamnts amd
application of chemical film.

. Testirg
A1l parts of the ATP are chserved anxd verified by QA.

Hardl ing/Packaging

all parts and assemblies are protected from damage or contamination from
the point of receiving inspection to final shipment, through methods
detailed in a documented procedure. This hamdling procedure is in effect
for all newly built hardware as well as for repair units. QA adits
conformance to this procedure in accordance with its internal audit
schedule, ard all areas are cansidered under contimious awdit by QA with
respect to material hardling. The maintenance of electrostatic discharge
prevention methods is verified by QA through pericdic audits., all
hardware items are packaged ard protectad according to contract
requirements and are verified by inspection. Evidence of inspection of
packaging is recorded on the applicable shipping documert.

(D)= Failure History
All field amd flight failures were reviewed and there have been no
reported failures in the MSELS-GS or MSELS-JR alarm circuitry. This
circuitry is identical to the current hardware canfiguraticn.
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(E) ~ OFERATIQNAL USE .
For lower ceilings (8,000 to 10,000 feet) or night cperaticns, redurcant
MSEIS (single fault tolerance) is required for night lamding on a
concrete rurway. MSBIS is also mardatory for daylight landings on the
1akebed with reduced ceilimgs, Iut is not required to be redundant.
Deorbit is not atterpted if the ceiling is less than 8,000 fest to ensure
good visibility at low altitude. If radar tracking data (available at
Edwards, KSC, and Northrop only) amd grourd cammmications are available,
the MCC can attempt to resolve a MSELS dilemma. Remote control operators
are trained to evaluate system health and recognize probable failure
medes from the Remote Control Unit Display. The Remcte Control Operators
will verify the back-up switching transiticn has occurred proverly or
take action to force the system imto back-uw. The Remote Cartrol Unit
Display is menitored to determine a malfuncticn ard advise the chain of
cormrard on the status.
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